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- L1/L2/N1/N2/ground 2x120V/20A + D+/D- 2x1A/50V FELV AC (DALI)

- Length: 4ft

- External estruded body in aluminium. Available colours: black (B) and white (W)

- Insulated estruded body in PVC

- Copper conductors

FREQUENCY

SPECIFICATIONS

FEATURES

9000-UL4/B-ST2-120 | 9000-UL4/W-ST2-120

TRACK

RATED CURRENT & VOLTAGE

60Hz

120V-20A, 1A-50Vac FELV

2, 4kVACIRCUIT POWER

QUALITY MARKS EUROPEAN DIRECTIVES

“RoHS” complaint

ceiling
mount

suspension
mount

S-9000/TP-... S-9000/H-... 9004/...S

(EUROSTANDARD PLUS 6 CONNECTORS TRACK)



STUCCHI 6-Conductor Track/Feeds and Connectors
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- L1/L2/N1/N2/ground 2x120V/20A + D+/D- 2x1A/50V FELV AC (DALI)

- Length: 8ft

- External estruded body in aluminium. Available colours: black (B) and white (W)

- Insulated estruded body in PVC

- Copper conductors

- Polycarbonate body. Available colours: black RAL9005 (B) and white RAL9010 (W)

- Copper alloy contacts

- Cover for recessed version supplied separately

60Hz

60Hz

FREQUENCY

FREQUENCY

SPECIFICATIONS

SPECIFICATIONS

FEATURES

FEATURES

9000-UL8/B-ST2-120 | 9000-UL8/W-ST2-120
(EUROSTANDARD PLUS 6 CONNECTORS TRACK)

(END-FEED FOR 2 CIRCUITS APPLICATION)
9001/B-2C | 9001/W-2C

120V-20A, 1A-50Vac FELV

120V-20A, 1A-50Vac FELV

RATED CURRENT & VOLTAGE

RATED CURRENT & VOLTAGE

2, 4kVA

2, 4kVA

S-9001/SU-...S-9001-R/6-...wires stripping solid CU wire or solder dipped or 
bonded stranded conductors

AWG12
terminal with 
screw and nut

0,032”-0,036”
snap-in fixing

CIRCUIT POWER

CIRCUIT POWER

QUALITY MARKS EUROPEAN DIRECTIVES

“RoHS” complaint

QUALITY MARKS EUROPEAN DIRECTIVES

“RoHS” complaint

ceiling
mount

suspension
mount

S-9000/TP-... S-9000/H-... 9004/...S

FEEDS AND CONNECTORS

Polarity ridge- floor view



STUCCHI 6-Conductor Track/Feeds and Connectors
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- Polycarbonate body. Available colours: black RAL9005 (B) and white RAL9010 (W)

- Copper alloy contacts

- SF: not wired version

- Polycarbonate body. Available colours: black RAL9005 (B) and white RAL9010 (W)

- Copper alloy contacts

- Cover for recessed version supplied seperately

60Hz

60Hz

FREQUENCY

FREQUENCY

SPECIFICATIONS

SPECIFICATIONS

FEATURES

FEATURES

9003/B | 9003/W

9010/B-2C | 9010/W-2C

120V-20A, 1A-50Vac FELV

120V-20A, 1A-50Vac FELV

Polarity ridge- floor view

Polarity ridge- floor view

RATED CURRENT & VOLTAGE

RATED CURRENT & VOLTAGE

2, 4kVA

2, 4kVA

snap-in fixing

CIRCUIT POWER

CIRCUIT POWER

QUALITY MARKS

QUALITY MARKS

EUROPEAN DIRECTIVES

“RoHS” complaint

EUROPEAN DIRECTIVES

“RoHS” complaint

S-9001/SU-...S-9001-R/6-...wires stripping solid CU wire or solder dipped or 
bonded stranded conductors

AWG12
terminal with 
screw and nut

0,032”-0,036”
snap-in fixing

(JOINTING CONNECTOR)

(MIDDLE FEED FOR 2 CIRCUITS APPLICATION)


